Certiq on Boomer L1 D,
L2D

All available information for the specified machine types

Operation

Drilling

Drill hours per motor hours (Included with L2D)
Utilization

Utilization %

Motor hours (Included with L2D)
Drill hours

Drill cycle

Pump hours

Available time

Location

Site position

Reports

Excel reports
Report subscription
Notification

Mail notification

SMS notification

Administration (admins only)

User settings
Machine settings
Infrastructure
Organization settings

Machine communication

epiroc.com

Maintenance

Diagnostic

Active alarms

No. of alarms

Alarm type trending (motor/hydraulics/others)
Alarm frequency (Count and time for each type)
Acknowledge alarm

Connectivity

Last communication

Service

No. of machines in overdue status

No. of reported services

Predicted date for next service

Hours to next service

Available alarms

Motor oil pressure low warning
Motor coolant temp high warning
Hydraulic oil temp high critical
Hydraulic oil level low warning
Transmission oil temp high alarm

Transmission oil pressure low

(Some variations of supported alarms may exist due to model year and motor alternative)

are trademarks of Epiroc. Any unauthorized use or copying of the contents or any

nge without notice, Consult your Eg

o

E
[N
»
8
<
S
3
o
(o}
S
g
19
=
)
S
°
O
28]
<
)
[a}
=
Q
o
@
o
°
Q.
S
o
8
[}
o
5
s
g

C

oc
Zg
o
)
=z
L3
o2
29
0=
o9
54
o .©
o5
<~ @
c o
o5
oo
O @
>a

nformation

oc Customer Center for speci

de regarding specifications or otherwise. Specifications and equipment are subject to cl



